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ABSTRACT The operation of offshore wind power plants with respect to power quality and grid code
compliance must be verified for different conditions in the design phase using harmonic analysis methods.
This paper addresses this verification by first considering a scenario in which wind turbines operate with
a typically used modulation strategy, carrier-based pulse width modulation. The studies are performed at
several operating points, not only at the rated condition, and at two points of the electrical infrastructure,
at the point of connection of the wind turbine and at the point of common coupling of the offshore wind
farm. For this type of modulation technique and according to the resonance conditions of the studied offshore
system, the harmonic distortion of current signals is relatively high and the compliance of the German – grid
code is not achieved. To tackle this, wind turbine manufacturer oriented solutions are proposed with the aim
of improving the harmonic emission of the offshore wind farm. The implementation of a particular solution
of selective harmonic elimination is presented together with complementary solutions to further improve the
harmonic emission of the wind power facility. Furthermore, this paper discloses the modeling approach to
account for an adequate harmonic assessment of the wind power plant under study.

INDEX TERMS Wind energy integration, offshore wind power plants, power system harmonics, power
harmonic filter, grid code, modulation strategies.

I. INTRODUCTION
Harmonics are a special concern in the offshore wind industry
due to the high penetration of power converters in type-4wind
turbines [1].

Type-4 wind turbines (WTs) offer many advantages,
which is why they are installed in offshore wind power
plant (OWPP) scenarios. Some examples of these advantages
are increased power extraction efficiency, voltage- and fre-
quency support, and fault ride-through (FRT), which are pro-
vided by means of proper control of the power converter [2].

Despite the previous advantages, type-4 WTs can be
considered as a source of harmonics, which significantly
contributes to the overall harmonic emission at the point
of common coupling (PCC) of the OWPP. Furthermore,
this contribution can be worsened due to the presence of
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resonances that may increase a given voltage- or current-
harmonic component. These resonances can be classified
into series- and parallel resonances and they occur due to
capacitive (submarine cables) and inductive (transformer)
behavior of installed power components in combination with
the impedance of the grid.

Maximum harmonic injection limits of voltage- and
current-signals are commonly imposed by grid codes and
interconnection agreements [3], [4]. These limits are typi-
cally evaluated at the PCC point for the steady-state condi-
tion. If the OWPP does not fulfill these limits, the OWPP
must be disconnected from the main grid with its associated
consequences.

There is a vast number of references, e.g., [5]–[9] to cite
some, that focus on OWPP stability studies. In these ref-
erences, attention is paid on parallel resonances and con-
troller aspects (e.g., bandwidth of current-control loops,
feedforward terms, bandwidth of the PLL, bandwidth of
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measurement filters, etc.) but they do not assess if the OWPP
system meets the harmonic limits imposed by the grid codes.

On the contrary, references [1], [10], [11] provide valu-
able contributions to the study of harmonics and stability in
OWPPs. References [1] and [11] present the development
of systematic methods for harmonic studies in wind power
installations. In these references, the harmonic distortion of
a WPP, with WTs operating with a typical Carrier-Based
PWM (CB-PWM) modulation, is presented and compared
with field measurements. Some open aspects that require
further investigation are stated in these references and are
taken as basis for this paper. These are:
• The evaluation of different modulation strategies.
• Studies regarding the feasibility of installing harmonic
filters (passive-, active- and hybrid-filters) at different
nodes along the OWPP.

The aim of this paper is to conduct harmonic studies in
OWPPs and evaluate grid code compliance from the power
quality perspective. The studies addressed in this paper serve
as complementary analysis and contribution to open problems
presented in previous paragraph. A general picture of the
studies and contributions of this paper are presented next.

First, the harmonic evaluation is performed by considering
that wind turbines operate, similar as in reference [1], with
a typical CB-PWM modulation. This assessment is done at
several operating points (not only at the rated condition) and
at two levels of study, at the point of connection of the wind
turbine (WTi-point) and at the point of connection of the
OWPP or PCC-point.

Then, WTmanufacturer solutions are proposed to improve
the harmonic emission of the OWPP with the aim of reducing
the possibility of installing harmonic filters at the offshore
and/or onshore substation. The implementation of a particu-
lar solution of Selective Harmonic Elimination (SHE-PWM)
modulation, especially designed to suit with the features of
the scenario under study, is presented together with comple-
mentary solutions to further improve the harmonic emission
of the OWPP.

In order to conduct the previous studies, a proper modeling
approach must be performed. In this sense, the main power
components of an AC OWPP are modeled to represent har-
monics up to 5 kHz (frequency range of study).

For that objective, this paper exploits the strengths and
applicability of the WT harmonic model proposed in refer-
ence [12] to represent the harmonic emission of a real grid
side converter (GSC). In this sense, it is possible to repre-
sent the magnitude and phase of harmonics that are injected
by WTs, which mainly depend on the type of modulation
strategy and control loops. It is important to remark that
experimental results at WT level, provided in [12], are used
in this paper to account for real data of the harmonic emission
of WTs.

The modeling approach also accounts for the represen-
tation of the frequency-dependent behavior of transformers
and submarine cables. This last component is represented by
means of the FDPi model proposed in [13].

Furthermore, Jensen’s wake effect model is implemented
to estimate the mean wind speed at each WT according to the
spatial distribution of the OWPP and wind conditions. This
allows the evaluation of different operating points (i.e., active
power generation scenarios) according to reality.

As the main contribution of this paper, the studies and
the modeling approach presented here serve as a generic
simulation tool for stakeholders within the wind power indus-
try, to conduct harmonic studies and evaluate the grid code
compliance of an OWPP from a power quality perspective
and during the design stage of a wind power plant.

The paper is structured as follows. Section II presents the
definition of an OWPP base scenario and the current har-
monic limits according to the BDEW grid code. Section III
covers the modeling approach that is applied to evaluate
the fulfillment of grid codes in terms of harmonics and to
represent the scenario under study.

Section IV addresses the harmonic evaluation of WTs
operating with CB-PWM. In section V, WT manufacturer
oriented solutions are proposed with the aim of improv-
ing the harmonic emission of the OWPP and the compliance
of the grid code. Section VI presents some aspects regarding
the robustness evaluation of the solutions proposed in the
previous section when considering parameter uncertainties.
Finally, section VII gives the conclusion.

II. DEFINITION OF AN OWPP BASE SCENARIO AND
SPECIFICATION OF HARMONIC LIMITS
As the first step, it is required to specify a case study and
the harmonic limits according to a specific grid code. These
aspects are covered next.

A. DEFINITION OF OWPP BASE SCENARIO
The base scenario is defined taking into account information
of a real OWPP. The real OWPP, taken as reference, is Alpha
Ventus offshore wind farm [14]. The main reason for its
selection among other OWPPs is that general information
regarding voltage levels at different buses, wind farm lay-
out, grounding scheme, and main electrical components are
known.

It is important to emphasize that even though the OWPP
base scenario is defined based on Alpha Ventus, it is not an
exact reproduction. It is also worthy to point out that certain
parameters, required for the modeling of the main power
components have been assumed due to lack of information.
The assumptions were made according to supporting refer-
ences and datasheets of other power components.

Fig. 1 depicts the simplified single-line diagram of the
OWPP base scenario. The OWPP base scenario has a total
capacity of 60 MW. This amount of power is generated from
twelve type-4 WTs.

The step up transformer installed inside theWTs, hereafter
called wind turbine transformer (WTT), increases the con-
verter voltage level from 3.3 kV to 30 kV, which is the voltage
level of the collection network. The windings of the WTT are
Dyg1 connected.

VOLUME 9, 2021 167097



C. Ruiz et al.: WT Oriented Solutions to Improve Power Quality and Harmonic Compliance of AC OWPPs

FIGURE 1. Simplified single-line diagram of the OWPP base scenario.

The WTs are clustered into groups of three forming a col-
lection network with a rectangular shape. Information about
the wind farm layout and the distance of each submarine
cable of the collection network is shown in Fig. 1. Redundant
connections are not implemented for this base scenario.

The collection network then links all the WTs to an
offshore platform.

The offshore platform has a step-up transformer and a
grounding transformer. This step-up transformer, here after
called offshore substation transformer (OST), increases the
voltage of the collection network to 110 kV, which is the
voltage level of the transmission system. The OST has a rated
power of 75 MVA and the windings are Ygd1 connected. The
grounding transformer provides a neutral in the three-phase,
three-wire system of the collection network.

The link between the offshore substation to shore is done
by a single three-core submarine cable of 60 km long. The
screens and armour of the submarine cables of the collection
network and transmission system are grounded at both ends
as depicted in Fig. 1.

Shunt reactors are installed at both ends of the transmission
system. The purpose of those reactors is the management
of the reactive power through the 60 km long submarine
cable [15]. The energy transmission of the OWPP is improved
since these shunt reactors reduce the required rated current of
the cable and the active power losses.

Finally, the OWPP is connected to the main power grid of
110 kV.

B. SPECIFICATION OF CURRENT-HARMONIC LIMITS
ACCORDING TO THE BDEW GRID CODE
The BDEW technical guideline [16] defines the maximum
current injection limit of individual harmonic components,
up to 9 kHz, according to Table 1.

According to the complementary rules [17] done to the
original technical guideline, the integer harmonics and high
frequency harmonics are calculated (since January 2013) as,

IvAzul = ivzul · SkV ·

√
SA

SGesamt
(1)

In addition, interharmonics are computed as,

IµAzul = iµzul · SkV (2)

Being,
SA: Apparent connection power of the generating plant to

be assessed.
SGesamt : Total connectable or planned feed-in power at the

junction point under consideration.
SkV : Short-circuit power at the junction point under con-

sideration.
Furthermore, reference [17] defines some additional rules.

The approval for certification is achieved if no more than
six calculated values exceed the admissible limits defined
in Table 2. Even-numbered harmonic currents are exempted
from the calculation.
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TABLE 1. BDEW harmonic current injection limits related to the network
short-circuit power. Source [16].

TABLE 2. Admissible limit values for certification approval [17].

III. MODELING FOR HARMONIC EVALUATION OF AN
OWPP
Once the OWPP scenario and the current-harmonic limits are
specified, it is important to disclose the modeling approach in
order to perform the harmonic evaluation of the case study.

To account for an appropriate harmonic assessment of
an OWPP, it is required to consider three important factors
in the modeling [18]. First, an accurate representation of
the harmonics injected by the wind turbines, i.e., including
magnitude and phase of harmonics. Second, the frequency-
dependent characteristic of installed passive components,
e.g., submarine cables and transformers. The third factor to
consider is the evaluation of different operating points (i.e.,
active- and reactive-power generation) for each wind turbine.
These operating points depend onwind conditions, wind farm
layout, and requirements given by the grid operator. These
three aspects are covered next.

A. WIND TURBINE HARMONIC MODEL
Thewind turbines of the OWPP scenario are modeled accord-
ing to the schematic depicted in Fig. 2. Since the aim of
this paper is to study the applicability of the model and
not a deeper study of it, the reader is suggested to review
reference [12] for more details.

Fig. 2 shows the schematic diagram of the WT harmonic
model based on the WECC type-4 WT generic model. The
main idea of this model is to emulate the grid side con-
verter (GSC) and its control. This is done by implementing
simplified structures that represent the dynamic behavior

of the WTs (without a high computational burden) and the
implementation of a voltage source containing both, the fun-
damental component and the harmonics emitted by the GSC
converter.

The voltage commands are in d-q reference frame. The
voltage is limited once the output voltagemodule is computed
in order to not exceed the maximum voltage that can be gen-
erated by the implemented modulation strategy. This limited
voltage is used to estimate the amplitude modulation index
ma, which is required by the harmonic synthesis block.
The time response of the converter output voltage can be

synthesized using the Fourier series expansion. Assuming
a null mean value and considering a finite number of har-
monics, the converter output voltage for each phase with
respect to the DC-link bus midpoint can be approximated by
equations (3), (4) and (5).

Where ω1 is the angular frequency of the fundamental
component, An,m is the magnitude of the nth harmonic for the
mth amplitude modulation index, and θn,m corresponds to the
phase of the nth harmonic for the mth amplitude modulation
index. Furthermore, δ is the phase shift between the converter
output voltage and grid voltage in order to control the power
flow.

Therefore, both modulation strategies presented in this
paper (CB-PWMand SHE-PWM) are implemented bymeans
of a table of harmonics and a computation algorithm block
shown in Fig. 2. This table has values of frequency, magni-
tude, and phase for different ma values as depicted in Table 3
for illustrative purpose. The table of harmonics takes into
account 99 member of Fourier series. This means the repre-
sentation of harmonics up to a frequency of 5 kHz.

va0_GSC (t) ≈ ma
VBus
2

sin (ω1t + δ)

+

N∑
n=2

{
An,m sin

[
n (ω1t + δ)+ θn,m

]}
(3)

vb0_GSC (t) ≈ ma
VBus
2

sin
(
ω1t−

2π
3
+δ

)
+

N∑
n=2

{
An,m sin

[
n
(
ω1t −

2π
3
+δ

)
+θn,m

]}
(4)

vc0_GSC (t) ≈ ma
VBus
2

sin
(
ω1t +

2π
3
+ δ

)
+

N∑
n=2

{
An,m sin

[
n
(
ω1t +

2π
3
+ δ

)
+θn,m

]}
(5)

As shown in Fig. 2, the model sets the fundamental com-
ponent of the voltage from the voltage setpoints, which are
defined by the GSC control block. On the contrary, for har-
monics greater than the fundamental component, the model
searches the required ma value in the table and synthesizes
the remaining N −1 spectral components. When the required
ma value is not defined in the table, the An,m and θn,m
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FIGURE 2. Wind turbine harmonic model – schematic diagram of the WT harmonic model based on the WECC type-4 generic model. Source [12].

TABLE 3. Table of harmonic content for a specific case of SHE-PWM,
phase-angles are related to the angle of the fundamental component.
Source [12].

computation algorithm takes the upper and lower value that is
defined in the table and performs a linear interpolation of the
magnitude of the harmonic. For the phase, the nearest value is

FIGURE 3. GSC connection filter schematic.

chosen. The inherent error, as a result of these simplifications,
is reduced by considering a greater number of ma values.
It is worth to mention that this way of modeling is validated

in reference [12] with real measurements on a downscaled
version of the INGECON WIND MV100 converter.

Once the WT harmonic model is briefly described, it is
important to provide information regarding the features of the
wind turbines that are depicted in Fig. 1. Table 4 gives the
parameters of the WT harmonic model in order to represent
the WTs of the OWPP base scenario.

Finally, Fig. 3 depicts the schematic of the filter that is
used at the output of the converter. It is an LCL filter with a
damping circuit formed by resistor Rd and inductor Ld . This
type of damping circuit reduces the losses in the damping
resistor, because the inductor provides a new path without
losses to the fundamental current-component of the filter.

Table 5 gives the parameters of the GSC connection filter.
This filter is designed according to the methodology pre-
sented in reference [19] in which it is considered a type-4WT,
the harmonic spectrum of a CB-PWMmodulation (presented
in section IV), and the BDEWgrid code in terms of harmonics
already presented in section II.

167100 VOLUME 9, 2021



C. Ruiz et al.: WT Oriented Solutions to Improve Power Quality and Harmonic Compliance of AC OWPPs

TABLE 4. Parameters of the wind turbine harmonic model.

TABLE 5. Parameters of the GSC connection filter.

The value of the grid side inductor is not given since this
value is defined by the short-circuit inductance of the WT
transformer which is presented later on.

B. TRANSFORMER MODEL
The power transformers of the OWPP scenario are mod-
eled considering the saturable transformer component (STC)
model and extending its representation in frequency up to
5 kHz. Fig. 4 shows the frequency-dependent STC model of
a two-winding three-legged stacked core transformer.

The model includes the following:

• Frequency-dependent short-circuit impedance.
• Linear core impedance.
• Zero-sequence impedance.

FIGURE 4. Frequency-dependent STC model for a two-winding
three-legged stacked core transformer.

TABLE 6. Parameters of the wind turbine transformers (WTT).

TABLE 7. Parameters of the offshore substation transformer (OST).

The parameters of the WTT and OST transformers are
given in Table 6 and Table 7, respectively. ABB 2.35 MVA
transformer data is considered and same per-unit values are
used for parameterization due to lack of information.

To include the frequency-dependency of transformer wind-
ing resistance, the approach presented in reference [20] is
used. The per-unitR and L parameters of the Foster equivalent
network of order three are given in Table 8. This approach
can be easily applied to any transformer in the range of
20-500 MVA by rescaling the given Foster circuit parameters
by the 50 Hz winding resistance. For the case of the OST and
WTT transformers, 100 MVA and 20 MVA transformer data
is selected, respectively, since they are the closest information
available to the real values.

Before continuing with the next power component, it is
important to mention that if the values of stray CHG, CLG,
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TABLE 8. R and L parameters of the foster equivalent network of order
three for transformer model.

FIGURE 5. Frequency-Dependent Pi (FDPi) model of a three-core
submarine cable. (a) Cascaded FDPi sections. (b) Detailed schematic of an
FDPi section. Source [13].

and CHL capacitances are known, they can be added to the
model as well.

C. SUBMARINE CABLE MODEL
The submarine cables of the OWPP scenario are mod-
eled considering the Frequency-Dependent Pi (FDPi) model
proposed in reference [13]. Fig. 5 shows the electrical
schematic of the FDPi model, which physically represents the
seven conductors of the three-core submarine cables shown
in Fig. 1.

As depicted in Fig. 5(a), the model consists of
N-cascaded FDPi sections. Each FDPi section consists of

TABLE 9. Parameters of the MVAC collection network cables. Source [21].

TABLE 10. Parameters of the HVAC transmission link cable. Source [22].

a resistance- and inductance matrix computed at nominal
frequency. The capacitive coupling between conductors is
computed at nominal frequency as well.

The frequency-dependent behavior of the series impedance
terms of each conductive layer is represented by means of a
Foster equivalent network. The order of the FDPi model is
given by the number of cascaded sections (N) together with
the order of the Foster equivalent networks (M). The order of
the model is chosen depending on the cable length, accuracy,
and frequency range requirements. Being this last defined to
represent frequencies up to 5 kHz.

The parameterization process of the MVAC submarine
cables (collection network) and HVAC cable (transmission
link) is performed according to the procedure presented
in [13].

The parameters of the collection network cables are com-
puted according to information of the Nexans 2XS2YRAA
18/30(36) kV three-core submarine cable [21]. Table 9 gives
electrical and constructional data of this cable.

On the other hand, the parameters of the transmission link
cable are computed according to information of ABB HVAC
110(130) kV three-core submarine cable [22]. Table 10 gives
electrical and constructional data for this HVAC cable.
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TABLE 11. Parameters of the shunt reactors.

FIGURE 6. Power grid model. Source [15].

D. SHUNT REACTORS
As pointed out in section II.A, shunt reactors are installed at
both ends of the transmission system to reduce the effect of
the capacitance generated by the 60km longHVAC submarine
cable and to work with a power factor close to one.

According to a report of the National Grid ESO [23], Alpha
Ventus offshore substation has a 10 MVAr 110kV fixed shunt
reactor supplied by Areva. This reactive value is considered
for the studies presented in this paper.

For the case of the onshore substation, a fixed shunt reactor
of 11.7 MVAr is considered. It is important to mention that
variable compensators, e.g. Thyristor-Controlled Reactors
(TCR) and Static Synchronous Compensators (STATCOMs),
are only needed when there are very strict requirements at
the PCC point of the OWPP, i.e. when it is required complete
reactive power compensation. This case is only fulfilled for
certain operating points evaluated in this paper. Further stud-
ies can be done in this direction to evaluate more scenarios.

Table 11 gives the values of the shunt reactors considered
for the OWPP base scenario.

E. POWER GRID MODEL
The power grid is modeled as an ideal voltage source and
a short-circuit impedance. The short-circuit impedance is
considered an inductor as a simplification according to ref-
erence [15]. A grid with a short-circuit ratio (SCR) equal to
20 (strong grid) is considered for the OWPP base scenario and
the studies carried out in sections IV and V. In section VI, the
harmonic evaluation is tested for an SCR value of five, which
represents a weak grid.

Fig. 6 shows the schematic of the power grid model and
Table 12 provides its parameters.

It is important to note that the short-circuit impedance of
the power grid model can be represented as a frequency-
dependent network, instead of the simplified inductor,
to account for capacitive- and inductive-behavior at differ-
ent frequency ranges. In order to do so, information of the

TABLE 12. Parameters of the power grid.

transmission system operator (TSO) is required to simulate a
scenario as close as possible to reality.

F. WAKE EFFECT MODEL
Jensen’s model is adequate in order to estimate the mean
wind speed at each WT according to the spatial distribution
of the OWPP and wind conditions (speed and direction).
This allows to address the harmonic assessment according to
reality at different operating points and not just for the rated
one.

Jensen’s model has been chosen due to the following fea-
tures [24], [25]:
• Simply and widely used model.
• Low computational load.
• Accuracy is similar to more complex models.
According to Jensen’s wake model, equation (6) describes

the downstream wind speed of a single WT [26].

Vwind,x = Vwind,0

1− 1−
√
1− CT(

1+ 2kwdcx
Dturbine

)2
 (6)

Being,
Vwind,0: free stream wind.
Vwind,x : wind speed at distance x from the WT.
x: distance behind the turbine.
Dturbine: diameter of the turbine rotor.
CT : thrust coefficient.
kwdc: wake decay constant.
In an OWPP, the multiple wake effect among wind turbines

should be taken into account. This can be done by empirical
methods [27] such as sum of squares of velocity deficits,
energy balance, geometric sum, and linear superposition.

The sum of squares of velocity deficits is chosen according
to Katic recommendations [28]. In this sense, the wind speed
at WTi, which is shadowed by the wake of wind turbines
WTj upstream, is given by equation (7) according to refer-
ence [27].

Vwind,WTi = Vwind,0

1−
√√√√√NWTs,up∑

j=1

βWTij

(
1−

Vwind,WTij
Vwind,0

)2


︸ ︷︷ ︸

kWTi

(7)

Being,
Vwind,WTi : wind speed atWTi.
Vwind,WTij : wind speed at WTi due to the incidence of the

wake ofWTj.
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FIGURE 7. Wake effect tool schematic.

FIGURE 8. Wind speed gains of each WT for three different wind
directions: west, northwest and north.

NWTs,up: wind speed atWTi.
βWTij : ratio of the shadowed area by the wake in relation to

the total rotor area AWTi .
Jensen’s model has been implemented in a ∗.m-file in

Matlab R©. This script is added to the Simulink R©-based
model of the OWPP, thus considering WT wake effect in
power system simulations. Fig. 7 depicts the input- and output
variables required by the Matlab R© script.
Table 13 gives the input parameters required by the tool.

The turbine diameter corresponds to the value of the Multi-
brid M5000 wind turbine from AREVA manufacturer [29].
The values for the wake decay constant and thrust coefficient
are assumed according to recommendations presented in [24].

Wind conditions are defined according to the wind rose
presented in references [30], [31]. Three wind directions are
considered for the studies in this paper. However, it is impor-
tant to mention that other wind directions can be evaluated
as well. The three wind directions are west, northwest, and
north.

The wind speed gains kWTi, for the twelve WTs and for the
aforementioned wind conditions, are depicted in Fig. 8.

The power curve is used to compute the active power
reference of each WT as depicted in Fig. 9. Note that this is a

TABLE 13. Input parameters of the wake effect tool.

FIGURE 9. Computation of the active power reference of each WT.

simplified model, in reality, the WTs implement a Maximum
Power Point Tracking (MPPT) strategy.

Fig. 10 shows the active power references of each WT,
i.e., the input values of Pref _WTi variable of Fig. 2 model, for
the wind directions and wind speeds that are evaluated in this
paper. On the other hand, Fig. 11 depicts the estimated active
power generation of the entire OWPP.

IV. HARMONIC EVALUATION FOR WTs OPERATING
WITH CB-PWM MODULATION
This section carries out the harmonic evaluation for WTs
operating with CB-PWM. For this modulation strategy, the
harmonic assessment is performed at two points of the OWPP,
WT point and PCC point (see Fig. 1), and for several opera-
tion conditions.

Fig. 12 shows the harmonic spectrum of a typical
CB-PWM modulation. Fig. 12(a) depicts the harmonic spec-
trum of phase ‘‘a’’ with respect to the midpoint of the
DC-link. On the other hand, Fig. 12(b) shows the line-to-line
harmonic spectrum.

As noticed in Fig. 12(a), the frequency modulation index
mf is equal to 23. Since this value is not a multiple of
three, each odd harmonic has positive-, negative- and zero-
sequences. Additionally, the harmonic spectrums shown in
this figure reveal the generation of low order harmonics
(e.g. 3rd, 5th, 7th, 9th, etc.).

A. EVALUATION AT WT POINT
Fig. 13 shows the harmonic spectrum of the current-signal
ia_WT1(t) at rated condition. The figure also shows the
current-harmonic limits imposed by the BDEW grid code at
WT point. Table 14 gives a summary of the compliance of the
grid code for different operating points considering several
wind speeds and directions. For the evaluated cases, the wind
turbine is not injecting reactive power to the grid.
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FIGURE 10. Estimated active power generation
(
Pref _WTi

)
of each WT for

the wind conditions evaluated in this article.

FIGURE 11. Estimated active power generation of the OWPP for the wind
conditions evaluated in this article.

According to Fig. 13 and Table 14, the BDEW grid code
is fulfilled for the evaluated operating points since there
are no infringement of the technical rules pointed out in
section II. It is important to point out that the compliance of

FIGURE 12. Harmonic spectrum of CB-PWM modulation as a function of
the amplitude modulation index. (a) Phase ‘‘a’’ with respect to the
midpoint ‘‘0’’ of the DC-link. (b) Line-to-line harmonic spectrum.

FIGURE 13. Harmonic spectrum of current signal ia_WT (t) plotted against
the BDEW harmonic current limits at WT point (SCR = 20). This scenario
considers WTs operating at rated condition (wind direction = west, wind
speed = 24 m/s) and CB-PWM modulation.

the grid code at this level is mainly due to the proper design
of the LCL filter to meet grid code requirements related to
current-harmonics.

Even though the BDEW grid code is fulfilled, it is of
major significance to be aware of low order harmonics and
especially harmonics of order 45th and 47th since exceeding
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TABLE 14. Compliance of the BDEW grid code at WT point for CB-PWM
and for different operating points.

TABLE 15. Total harmonic distortion at WT point for CB-PWM and for
different operating points.

the BDEW(max) curve will provoke the non-fulfillment of
the grid code.

Table 15 gives the total harmonic distortion (THDi) val-
ues of the current-signal ia_WT (t) for WTs operating with
CB-PWM and for different operating points. The THDi val-
ues are computed for the three harmonic subgroups specified
by the BDEW grid code.

By looking at the results of Table 15, it can be noticed that
similar THDi values are obtained when comparing the same
harmonic subgroup for the evaluated operating points.

B. EVALUATION AT PCC POINT
Once the harmonic spectrum of the CB-PWM modulation
and the compliance of the grid code at WT point are pre-
sented, it is important to identify the possible risk of har-
monic amplification at the PCC point. This identification is
performed by means of two steps.

- First, by analyzing the transfer functions that relate the
current at the PCC point of the OWPP with respect to
the GSC voltage of each WT. In this way, it is possible
to determine whether the harmonics are added in phase
or not.

- Second, by identifying the harmonics that might not
fulfill the grid code. This is done by taking into account
both, the injected harmonics and the level of attenuation
that sees each harmonic component.

For the first step, Fig. 14 shows the Bode plots of transfer
functions I+a_PCC (s)/V

+

ab_GSCi(s) of the OWPP base scenario.
As shown in this figure, the Bode plots of these transfer

FIGURE 14. Bode plot of transfer functions I+a_PCC (s)/V+ab_GSCi (s) of the
OWPP base scenario.

FIGURE 15. Risk of amplification of harmonics for GSCs using CB-PWM
modulation. (a) CB-PWM line-to-line spectrum with different ma values
stacked. (b) Bode plot of transfer function I+a_PCC (s)/V+ab_GSC1(s).

functions are almost equal for the frequency range of study.
For higher frequencies, differences in magnitude and phase
are increased.

An important aspect that can be inferred from Fig. 14 is
that the electrical infrastructure of the OWPP does not cause a
different phase shift (for frequencies up to 5 kHz) among the
harmonics injected by the GSCs. In this sense, if the GSCs
work at the same (or almost the same) operating point, the
magnitude of harmonics of the same order will be increased
at the PCC point because these harmonics are added in phase.
Additional increase, or lower attenuation level depending on
the case, can be obtained if a resonance is near a specific
harmonic.

Regarding the second step, Fig. 15(a) shows the CB-PWM
line-to-line spectrum of the voltage-signal vab_GSCi(t) in a
2D-plane for different ma values. Fig. 15(b) depicts the Bode
plot of transfer function I+a_PCC (s)/V

+

ab_GSC1(s), which is also
valid for the negative-sequence I−a_PCC (s)/V

−

ab_GSC1(s). This
figure highlights the first four series resonances with a red
dashed line and the value taken for each harmonic with a
black cross marker.

Table 16 gives the damped frequency, damping factor and
dominant state variables that create these resonances. This

167106 VOLUME 9, 2021



C. Ruiz et al.: WT Oriented Solutions to Improve Power Quality and Harmonic Compliance of AC OWPPs

TABLE 16. Dominant state variables and power components that create
the first four series resonances of the OWPP base scenario.

information is obtained by means of computing the partici-
pation factors of the system [32], [33].

The first series resonance fsr1, whose frequency is near 5th

and 7th order harmonics, is mainly created by the capacitance
of the transmission cable and the equivalent inductance of the
grid.

Resonance fsr2, which is near harmonic of order 9, is
greatly created by the GSC connection filter. On the other
hand, resonance fsr3 is mainly created by the transmission
cable (its second series resonance).

Finally, resonance fsr4 is created by the combination of the
capacitance of the collection network cables and the short-
circuit inductance of the OST and WTTs.

Analyzing Fig. 15 as a whole, it can be seen that harmonics
of order 5th and 7th are the most affected despite the fact that
their magnitudes are very low and that resonance fsr1 does
not match perfectly with them. The level of attenuation is
relatively low around −30dB.

As pointed out, if the GSCs work at the same operating
point, the harmonics of the same order are added because
they are in phase. Hence, their magnitude is increased by
this characteristic at the PCC point. Consequently, these con-
ditions affect the distortion of voltage- and current-signals
at the PCC point, which might endanger the compliance of
the grid codes. In this sense, the aforementioned harmonics
might be considered an issue in terms of level of distortion
and compliance of the grid codes.

For harmonics of order 25th and 27th, it can be seen that
even their magnitudes are higher than harmonics of low
order, the attenuation around resonance fsr3 is considerably
higher than the previous case. Therefore, it seems that these
harmonics might not be an issue.

Finally, the situation changes for harmonics of order 45th

and 47th. The magnitude of these harmonics can be much
higher when comparing to previous harmonics. Furthermore,
the attenuation level around resonance fsr4 is very similar to
resonance fsr3. In this sense, it seems that these harmonics
might endanger the fulfillment of the grid code.

FIGURE 16. Harmonic spectrum of current signal ia_PCC (t) plotted against
the BDEW harmonic current limits at PCC point (SCR = 20). This scenario
considers WTs operating at rated condition (wind direction = west, wind
speed = 24 m/s), Vbus = 5700 V , ma ≈ 0.91 and CB-PWM modulation.

These statements are corroborated next by means of the
Simulink R©-based model addressed in section III and differ-
ent wind conditions, i.e., different speeds and directions.

Fig. 16 shows the harmonic spectrum of the current-
signal ia_PCC (t) at rated condition. The figure also shows the
current-harmonic limits imposed by the BDEW grid code at
PCC point.

As noticed from this figure, the grid code is not fulfilled
for the evaluated operating point due to the infringement of
harmonics of order 7th, 45th and 47th (these last two harmon-
ics represent the calculated harmonic of order 46th according
to the computation guidelines given by [16]).

Table 17 gives a summary of the fulfillment of the grid code
for different operating points. As can be seen, the BDEWgrid
code is not fulfilled for these evaluated conditions since the
harmonics, stated previously, exceed the maximum limits.

Table 18 gives the total harmonic distortion (THDi) val-
ues of the current-signal ia_PCC (t) for WTs operating with
CB-PWM and for different operating points. The THDi val-
ues are normalized with respect to the base value at the PCC
point.

As inferred from the data presented in Table 18, the THDi
values of low- and high-frequency harmonics remain about
the same as a function of the generated active power, around
2% for low frequency subgroup and around 0.24% for high
frequency subgroup. On the other hand, the THDi values of
interharmonic subgroup present an increase while increasing
the produced active power.

Finally and due to the reasons stated in this section, it can
be concluded that this modulation strategy (CB-PWM) is
not suitable to be used for this OWPP scenario mainly
due to the infringement of the grid code in terms of
harmonics.
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TABLE 17. Compliance of the BDEW grid code at PCC point for CB-PWM
and for different operating points.

TABLE 18. Total harmonic distortion at OWPP level for CB-PWM and for
different operating points.

V. WT ORIENTED SOLUTIONS TO IMPROVE THE
HARMONIC EMISSION OF THE OWPP
Many mitigation techniques have been proposed and imple-
mented in power systems, e.g. OWPPs, to maintain harmonic
distortion within recommended levels. These are [34], [35]:

- Harmonic cancellation or mitigation by means of trans-
former connections. Phase shifting of harmonics is
achieved by considering different winding connections
(vector groups) or special transformers. For example:

◦ Transformers with delta connections to trap and
prevent zero-sequence harmonics from entering a
specific zone of a power system.

◦ Transformers with zigzag connections for can-
cellation of low order harmonics (e.g., harmon-
ics of order 5 and 7) and compensation of load
imbalances.

- Harmonic filters (passive-, active- and hybrid-filters)
and power devices, such as Active Power Line Condi-
tioners (APLCs) and Unified Power Quality Condition-
ers (UPQCs), placed at specific nodes along the OWPP
(e.g. near the source of harmonics, at the PCC point or
other problematic point in which the reliability of the
entire system is not ensure).

- Implementation of different modulation strategies.
- Others.
From previous mitigation techniques, WT manufacturer

oriented solutions are studied with the aim of improving the
harmonic emission of the OWPP. According to the results
presented in previous section, a modulation strategy that does
not inject low-order harmonics is more suited to be used for
the scenario under study. In this sense, the implementation
of a particular solution of SHE-PWM modulation is studied
together with complementary solutions to further improve the
harmonic emission of the OWPP.

A. HARMONIC EVALUATION FOR WTs OPERATING WITH
SHE-PWM MODULATION
SHE-PWM is the most common among all optimal PWM
techniques [36]. In this technique, the exact instant of the
commutations within a fundamental period is calculated so
that the fundamental frequency is regulated to a certain
amplitude while (m-1) harmonics, typically low-frequency
harmonics, are also eliminated from the output voltage
spectrum.

The main advantages of SHE-PWM lie in the tight control
of the harmonic spectrum resulting in the elimination of
low-order harmonics, reduction of the switching frequency,
and relatively simple implementation based on pre-calculated
switching angles and look-up tables.

Fig. 17 shows the harmonic spectrum of the particular
solution of SHE-PWM modulation that is implemented with
the aim of fulfilling the BDEW grid code and reducing the
harmonic emission of the OWPP base scenario presented in
section II.

Themodulation depicted in Fig. 17 does not inject harmon-
ics of order 5th, 7th, 11th, and 13th. The first non-eliminated
harmonic that appears in the current is the harmonic of
order 17th. In contrast to the CB-PWM modulation shown in
Fig. 12, each harmonic has only one sequence. The harmonics
follow the sequence order of a square wave as presented in
Table 19.

Once the harmonic spectrum of the particular solution
of SHE-PWM is presented, it is important to identify the
possible risk of harmonic amplification. This identification
is performed by means of analyzing Fig. 18.
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FIGURE 17. Harmonic spectrum of SHE-PWM modulation as a function of
the amplitude modulation index. (a) Phase ‘‘a’’ with respect to the
midpoint ‘‘0’’ of the DC-link. (b) Line-to-line harmonic spectrum.

TABLE 19. Sequence order of a square wave and the particular solution
of SHE-PWM proposed in Fig. 17.

FIGURE 18. Risk of amplification of harmonics for GSCs using SHE-PWM
modulation. (a) SHE-PWM line-to-line spectrum with different ma values
stacked. (b) Bode plot of transfer function I+a_PCC (s)/V+ab_GSC1(s).

Fig. 18(a) shows the SHE-PWM spectrum of the volt-
age signal vab_GSCi(t) in a 2D-plane for different ma val-
ues. Fig. 18(b) depicts the Bode plot of transfer func-

FIGURE 19. Harmonic spectrum of current signal ia_PCC (t) plotted against
the BDEW harmonic current limits at PCC point (SCR = 20). This scenario
considers WTs operating at rated condition (wind direction = west, wind
speed = 24 m/s), Vbus = 5700 V , ma ≈ 0.91 and SHE-PWM modulation.

tion I+a_PCC (s)/V
+

ab_GSC1(s), which is also valid for the
negative-sequence.

As depicted in Fig. 18, the first two resonances do not rep-
resent an issue with respect to non-compliance of harmonic
limits since low order harmonics are not injected.

On the other hand, there is a possibility of infringing the
BDEW limits of injected harmonics that are close to reso-
nances fsr3 and fsr4. These hypotheses shall be corroborated
by means of the Simulink R©-based model and the wind con-
ditions addressed in section II.

Fig. 19 shows the harmonic spectrum of the current sig-
nal ia_PCC (t) at rated condition. The figure also shows the
current-harmonic limits imposed by the BDEW grid code at
PCC point.

Table 20 gives a summary of the fulfillment of the grid code
for different operating points considering several wind speeds
and directions.

According to Fig. 19 and Table 20, the BDEW grid code is
fulfilled for the evaluated operating points since there are no
infringement of the technical rules pointed out in section II.

Even though the BDEW grid code is fulfilled, it is impor-
tant to be aware of harmonics of order 23rd, 25th and 29th

since exceeding the BDEW(max) curve will provoke the non-
fulfillment of the grid code.

Table 21 gives the total harmonic distortion (THDi) val-
ues of the current-signal ia_PCC (t) for WTs operating with
SHE-PWM and for different operating points.

In general, the THDi values for the low- and high-
frequency harmonic subgroups are reduced for SHE-PWM if
compared with CB-PWMmodulation. Contrasting the THDi
values of both modulation strategies for a wind speed of
24 m/s, the THDi value for the low-frequency subgroup is
reduced from 2.28% to a value of 0.34%.
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TABLE 20. Compliance of the BDEW grid code at OWPP level for
SHE-PWM and for different operating points.

TABLE 21. Total harmonic distortion at OWPP level for SHE-PWM and for
different operating points.

As inferred from the data presented in Table 21, the THDi
values of low- and high-frequency harmonics are lower for
operating points having wind speeds equal to 12 m/s and
16 m/s. On the contrary, the THDi values of interharmonics
increase by increasing the active power delivered by the
OWPP.

Finally and due to the reasons stated in this section, it can
be pointed out that this particular solution of SHE-PWM is
suitable to be used for this OWPP scenario.

B. SHE-PWM ORIENTED TECHNIQUES TO FURTHER
IMPROVE POWER QUALITY
There are three clear complementary solutions to further
improve the power quality with SHE-PWM. The first is

FIGURE 20. Harmonic spectrum of SHE-PWM modulation for amplitude
modulation indexes ranging from 0.8 to 1.16, approximately.

by means of adding switching angles in order to eliminate,
for example, harmonics approaching the maximum limit
restricted by the grid code, e.g., the harmonic of order 25th

depicted in Fig. 19. Even though this technique is the most
evident, it brings two clear consequences. These are increased
switching losses of the power converter and the complexity of
finding a continuous solution over a wide range of amplitude
modulation indexes. This solution is not addressed in this
paper.

The second solution is by means of changing the operat-
ing point of wind turbines, which can be implemented by
changing the DC-link voltage setpoint of the GSC of each
WT, the reactive power setpoint of eachWT, or a combination
of both strategies. This is done with the aim of operating with
amplitude modulation indexes that result in a lower harmonic
distortion level or in the reduction of specific harmonics at the
PCC point of the OWPP. Examples of harmonics to reduce
are:

- Harmonics that exceed the limits imposed by the grid
code.

- Low order harmonics.
- Harmonics amplified by the electrical infrastructure of
the OWPP.

Considering the previous ideas, it is important to analyze
in detail the harmonic spectrum of the particular solution of
SHE-PWM that has been implemented. Fig. 20 shows the
harmonic spectrum for this type of modulation and for ma
values ranging from 0.8 to 1.16, approximately.

As depicted in Fig. 20, the harmonic emission of the OWPP
base scenario can be reduced if the GSC of each wind turbine
operates around an amplitude modulation index of 0.96. The
reason for this statement is that harmonics of order 17th and
19th have small magnitudes for ma values around 0.96.
Additionally, the magnitude of harmonics of order 23rd,

25th, 29th, 31st, 35th, 37th, and 41st barely change when
compared with ma values around 0.91. Despite these aspects,
it is still required to evaluate the compliance of the BDEW
grid code for the scenario to study and if any other factor
could make this idea to be rejected.

Finally, the improvement of the harmonic distortion can be
tackled by considering the redesign of the GSC connection
filter according to the harmonic spectrum of the considered
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FIGURE 21. Harmonic spectrum of current signal ia_PCC (t) plotted against
the BDEW harmonic current limits at PCC point (SCR = 20). This scenario
considers WTs operating at rated condition (wind direction = west, wind
speed = 24 m/s), SHE-PWM modulation and the change of the DC-link
voltage setpoint of GSCs.

SHE-PWM modulation. Two case studies are given next to
exemplify the previous proposals.

1) CHANGE OF THE DC-LINK VOLTAGE SETPOINT
For this complementary solution, the DC-link voltage is
modified with a low ramp variation, under certain limits,
until reaching the desired setpoint. The idea is to increase
the amplitude modulation index from a value of 0.91 to an
approximate value of 0.96. This is done by decreasing the
setpoint of the DC-link voltage of the GSCs from 5700 V,
previous scenarios, to a voltage of 5400 V.

Fig. 21 shows the harmonic spectrum of the current signal
ia_PCC (t) for this case study at the rated condition. The fig-
ure also shows the current-harmonic limits imposed by the
BDEW grid code at PCC point.

According to this figure, the compliance of the BDEW
grid code is fulfilled since the limits imposed by the BDEW
regulations are not infringed. Low frequency harmonics,
interharmonics and high frequency harmonics lay within the
allowable limits.

Table 22 shows a comparison of the THDi values for this
case study and previous scenarios. To give an example, the
THDi value for the low frequency subgroup is reduced from
a value of 0.337% to a value of 0.304%. On the contrary, the
THDi value of high frequency components increased from a
value of 0.039% to a value of 0.052%.

Fig. 22 aids in the visualization of the previous comparison
by depicting the harmonic spectrum of the current signal
for the last two case studies and by showing how targeted
harmonics, i.e., 17th and 19th harmonic, are reduced. For
example, the harmonic of order 17th is reduced from a value
of 0.12% to a value of 0.01%. For the case of harmonic 19th,
this is reduced from a value of almost 0.06% to a value of
0.017%.

TABLE 22. Comparison of the THD values at PCC point for GSCs operating
with a DC-link bus voltage of 5400 v and previous scenarios.

FIGURE 22. Harmonic comparison of current signal ia_PCC (t). The top
figure represents the case study considering SHE-PWM and
Vbus = 5700 V . The bottom figure represents the case study considering
SHE-PWM and Vbus = 5400 V .

TABLE 23. Parameters of the redesigned GSC connection filter.

Before continuing with the next complementary solution,
it is important to point out that even though the results for this
case study are only presented at the rated condition but they
were also tested at other operating points. BDEW grid code
is fulfilled for these other operating points as well.

2) REDESIGN OF THE GSC CONNECTION FILTER
For this complementary solution, the GSC connection filter
is redesigned by taking into account the harmonic spectrum
of SHE-PWM modulation. The redesign of the LCL-rl filter
is performed by following the methodology presented in
reference [19] and depicted in Fig. 23.

Table 23 gives the parameters of the GSC connection
filter that is redesigned by taking into account the previous
procedure.

Fig. 24 shows the SHE-PWM spectrum and the Bode plot
of the transfer function I+a_PCC (s)/V

+

ab_GSC1(s), which is also

valid for the negative-sequence. The SHE-PWM spectrum is
depicted for several stacked ma values.
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FIGURE 23. Methodology for the design of the GSC connection filter.
Source [19].

FIGURE 24. Risk of amplification of harmonics for GSCs using SHE-PWM
modulation and redesigned filter. (a) SHE-PWM line-to-line spectrum
with different ma values stacked. (b) Bode plot of transfer function
I+a_PCC (s)/V+ab_GSC1(s).

As shown in Fig. 24(b), the GSC connection filter is
designed so that the resonance frequency (new fsr2) lays close
to the harmonic of order 9th. This is done to guarantee that no
harmonic excitation is possible since the modulation elim-
inates the surrounding harmonics. Furthermore, the LCL-rl
filter is designed so that the anti-resonant frequency lays on
the 17th harmonic, which is the first non-eliminated harmonic
that appears in the current. The attenuation level for this
harmonic is high, almost equal to −120 dB.

Fig. 25 shows the harmonic spectrum of the current-signal
ia_PCC (t) at the PCC point and at the rated condition. The
figure also shows the current-harmonic limits imposed by the
BDEW grid code. According to this figure, the compliance
of the BDEW grid code is fulfilled since the restrictions for
certification approval are not infringed. Integer harmonics,
interharmonics and high frequency harmonics lay within the
allowable limits. Even though the results for this case study
are only presented at rated condition but they were also tested
at other operating points. BDEW grid code is fulfilled for
other operating points as well.

FIGURE 25. Harmonic spectrum of current signal ia_PCC (t) plotted against
the BDEW harmonic current limits at PCC point (SCR = 20). This scenario
considers WTs operating at rated condition (wind direction = west, wind
speed = 24 m/s), Vbus = 5700 V , ma ≈ 0.91, SHE-PWM modulation and
the redesign of the GSC connection filter.

FIGURE 26. Harmonic comparison of current signal ia_PCC (t). The top
figure represents the case study considering SHE-PWM, initial GSC
connection filter, and Vbus = 5700 V . The bottom figure represents the
case study considering SHE-PWM, redesigned filter, and Vbus = 5700 V .

Fig. 26 shows the spectrum of the current-signal ia_PCC (t)
for this scenario and for the last 20 ms time window, for better
visualization. As expected, harmonics of order 17th and 19th

(red bars) are highly reduced compared to the first case study
considering SHE-PWM modulation, initial GSC connection
filter and a DC-link voltage of 5700 V.

Table 24 gives the THDi values of the current-signal
ia_PCC (t). This table also provides the THDi values of pre-
vious cases for comparative purposes. It is shown that lower
THDi values are obtained when considering the SHE-PWM
oriented filter.

The THDi value of the low frequency subgroup is further
reduced to a value of 0.239%. An improvement of 2.041% is
achieved in comparison with the scenario in which the WTs
operate with a typical CB-PWM modulation.

Finally, it is worth to point out that the solution evaluated in
this last case study is the most feasible among the presented

167112 VOLUME 9, 2021



C. Ruiz et al.: WT Oriented Solutions to Improve Power Quality and Harmonic Compliance of AC OWPPs

TABLE 24. Comparison of the THD values at PCC point for the redesign of
the GSC connection filter and previous scenarios.

ones in terms of harmonic distortion levels, BDEW grid code
compliance, and complexity.

VI. ROBUSTNESS EVALUATION DUE TO PARAMETER
UNCERTAINTY
The aim of this section is to carry out the robustness eval-
uation due to parameter uncertainty for the WT oriented
solutions proposed in this article.

To address this objective, two main aspects are ana-
lyzed. First, changes in Bode plots of the transfer function
I+a_PCC (s)/V

+

ab_GSC1(s), shown in previous sections, are pre-
sented due to parameter variation of the main power com-
ponents of the OWPP. This is performed to have a general
idea on how the variation of these parameters changes the
frequency value of resonances (fsr1 to fsr4), the ‘‘new’’ attenu-
ation level that will see each harmonic and the way harmonics
of the same order are added at the PCC point of the OWPP.

As second aspect, the evaluation of harmonics is performed
for an SCR value of five, probing that the implemented con-
trol loops and the particular solution of SHE-PWM proposed
in section V give good results in terms of harmonic compli-
ance even when considering the connection of the OWPP to
a relatively weak grid.

A. CHANGES IN BODE PLOTS DUE TO PARAMETER
VARIATION
Fig. 27 to Fig. 29 depict the changes in studied Bode plots
when varying the parameters of the GSC connection filter,
the capacitance values of both types of submarine cables,
and the short-circuit impedance of the grid (or SCR). Even
though the changes in Bode plots are shown for the positive-
sequence, they are also valid for the negative-sequence.

It is worth to point out that the changes depicted next are
in agreement with the information given by the participation
factors in Table 16. It is also important to take into account in
conjunction with these Bode plots, the harmonic spectrum of
SHE-PWM strategy, already shown in Fig. 18(a), to predict
the risk of harmonic amplification and the eventual infringe-
ment of the BDEW grid code.

FIGURE 27. Changes in Bode plots of the transfer function
I+a_PCC (s)/V+ab_GSC1(s) due to a variation of GSC connection filter
parameters. (a) Lc value. (b) Cf value. (c) Ld value. (d) Rd value.

Fig. 27 shows the changes in Bode plots due to a variation
of±20% of the GSC connection filter parameters of Table 5.

Fig. 27(a) shows the effect of varying the filter inductance
Lc on the first four series resonances. Regarding the frequency
variation, series resonance fsr1 decreases while increasing
the inductance value. The maximum variation is lower than
10 Hz. On the other hand, series resonance fsr2 is the one
that exhibits the highest change, a maximum variation of
approximately 20 Hz. This series resonance decreases while
increasing the inductance value. Finally, the frequency values
of remaining resonances barely change. Regarding the level
of attenuation, not big changes are noticed.

Fig. 27(b) shows the effect of varying the filter capacitance
Cf on the first four series resonances. Regarding the fre-
quency variation, series resonance fsr2 is the one that exhibits
the highest change, a maximum variation of approximately
50 Hz. This series resonance decreases while increasing
the capacitance value. Remaining series resonances barely
change in both magnitude and frequency.

The Bode plots shown in Fig. 27(c) and (d) barely change.
It can be inferred from previous points that no changes in
comparison with the ones obtained in subsection V.A are
expected for the filter variations evaluated previously.

Fig. 28 shows the changes in Bode plots due to a variation
of ±20% of the capacitance values of the submarine cables
given in Table 9 and Table 10.
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FIGURE 28. Changes in Bode plots of the transfer function
I+a_PCC (s)/V+ab_GSC1(s) due to the variation of the capacitance of
submarine cables. (a) Capacitance Ccc of the MVAC submarine cables
(b) Capacitance Ctc of the HVAC submarine cable.

Fig. 28(a) shows the effect of varying the capacitance Ccc
value on the first four series resonances. Regarding the fre-
quency variation, series resonance fsr4 is the one that exhibits
the highest change, a maximum variation of approximately
250 Hz. This series resonance decreases while increasing
the capacitance value. Remaining series resonances barely
change in both magnitude and frequency.

It can be inferred from previous reasons that no changes
in comparison with the ones obtained in subsection V.A are
expected for this case for harmonics of order lower than 40.
For harmonics of order 40 to 60, changes in their magni-
tudes are expected in comparison with the ones obtained in
subsection V.A.

For the case of Fig. 28(b), there is not risk of harmonic
amplification since low order harmonics around the first
series resonance fsr1 are not injected by particular solution
of SHE-PWM presented in section V. The main concern is
to ensure the stability of the system since the low frequency
value of resonance fsr1, around 260 Hz (red line) and even
lower for other cases, can affect the bandwidth of the WT
control loops and make the system unstable if it is not prop-
erly tuned.

In this sense and in order to guarantee the stability of the
system, two possible actions can be employed:

- A reduction of the bandwidth of the WT control loops
(current-control bandwidth, PLL bandwidth, measure-
ment filters bandwidth, etc.). The main drawback of this
strategy is that the dynamic behavior of the system will
be slower. This is that the settling time and rising time
will be increased which is not always an option.

- The implementation of advanced control structures such
as active damping strategies.

Fig. 29 shows the changes in Bode plots due to a variation
of the SCR value. The SCR value is varied from a value of
20 to a value of five with an additional middle value of 10.
An SCR equal to 20 represents a strong grid while an SCR
value of five represents a relatively weak grid [37].

FIGURE 29. Changes in Bode plots of the transfer function
I+a_PCC (s)/V+ab_GSC1(s) due to a variation of the short circuit ratio (SCR) of
the power grid.

FIGURE 30. Harmonic spectrum of current signal ia_PCC (t) plotted against
the BDEW harmonic current limits at PCC point (SCR = 5). This scenario
considers WTs operating at rated condition (wind direction = west, wind
speed = 24 m/s), Vbus = 5700 V , ma ≈ 1.15, SHE-PWM modulation, and
GSC connection filter values of Table 5.

In general, it can be concluded that connecting the OWPP
base scenario to a weak grid tends to locate the resonance
fsr1 to lower frequency values. This resonance is shifted in
frequency from a value of 287.88 Hz to an approximate value
of 190 Hz for the variations evaluated.

To evaluate the harmonic compliance of this last case, the
BDEW harmonic limits needs to be updated according to the
information presented in subsection II.B since the SCR value
has changed.

For the scenarios presented in Fig. 28(b) and Fig. 29, time-
domain simulations must be run to take into account both,
stability and harmonic compliance of the grid codes. It is not
an easy task to predict the expected outcome as in comparison
with the conclusions stated for Fig. 27.

B. HARMONIC EVALUATION OF THE OWPP BASE
SCENARIO WITH SCR = 5
In order to perform the harmonic evaluation of the OWPP
base scenario with a SCR value of five, time-domain simula-
tions are run to verify the fulfillment of the BDEW grid code
in terms of harmonics.

Fig. 30 shows the harmonic spectrum of the current-signal
ia_PCC (t) at the PCC point and as close as possible to the
rated condition. The figure also shows the updated current-
harmonic limits imposed by the BDEW grid code when
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considering a SCR value of five. According to this figure,
the compliance of the BDEW grid code is fulfilled since the
restrictions for certification approval are not infringed.

Integer harmonics, interharmonics and high frequency har-
monics lay within the allowable limits.

Even though the compliance of the BDEW grid code
is fulfilled, it is important to note that harmonics of
order 17 and 19 are very close to the maximum allowable
limits. This should be considered as a warning message and
an aspect to further improve.

VII. CONCLUSION
This paper has presented the harmonic evaluation of an
OWPP scenario. It is worth to point out that the studies and the
modeling approach presented in this paper serve as a generic
simulation tool for stakeholders within the wind power indus-
try, to conduct harmonic studies and evaluate the grid code
compliance of an OWPP from a power quality perspective
and during its design stage. The following conclusions can
be pointed out regarding the studies carried out.

First and in general terms, the harmonic assessment must
be carried out not only at wind turbine level but also at
wind power plant level, i.e., at the PCC point of the OWPP,
and for different operating points, active- and reactive-power
references.

As presented in section IV-A for WTs operating with the
commonly used CB-PWMmodulation, the harmonic evalua-
tion at WT level results in the local compliance of the BDEW
grid code. However, the fulfillment of the grid code might
not be achieved for several operating points when performing
the harmonic evaluation of an OWPP with resonances at low
frequency values. Thus, additional wind turbine analyses for
specific applications (i.e. wind farm layout, transmission link
distance, short-circuit ratio of the grid, and other characteris-
tics of the electrical network) are needed.

An example of the aforementioned situation has been car-
ried out in section IV-B where the compliance of the BDEW
grid code at the PCC point of the OWPP base scenario is not
achieved. For this scenario, three important factors heavily
affect the current harmonic emission and the compliance of
the BDEW grid code.

First, the magnitude of the harmonics injected by the
GSCs. Second, the attenuation level of the system around
these harmonics, especially if a resonance matches or is close
to a certain harmonic or harmonics. Third, the way harmonics
of the same order are added at a specific point of the OWPP.
The summation of harmonics depends mainly on the oper-
ating point of the wind turbines and the phase shift of the
electrical infrastructure of the OWPP that sees each WT.

To improve the harmonic emission of the OWPP and the
compliance of the grid code in terms of harmonics, WT ori-
ented solutions have been presented in this paper. The imple-
mentation of a particular solution of SHE-PWM modulation
has been presented together with complementary solutions
to further improve the harmonic emission of the OWPP.
This type of modulation strategy is more suited to be used

in scenarios of OWPPs having resonances at low-frequency
values (around 100 Hz to 400 Hz), as the analyzed. The
robustness evaluation is done showing that for a SCR value
of five (weak grid), the solution proposed in this article still
meets the grid code in terms of harmonics.

Even though, this robustness evaluation is met for other
conditions, there are open problems and future issues that
the authors encourage their further investigation. One of
them is the evaluation and comparison of other modulation
schemes of the WTs, such as Selective Harmonic Mitigation
(SHM-PWM) which reduces, does not eliminates, the mag-
nitude of a greater number of harmonics for a given number
of transition angles.

Another aspect to focus on is the design of advanced WT
control strategies that ensure the stability of the system for
a wider range of parameter variations and mainly when the
OWPP is connected to an extremely weak grid or when the
perturbation capability of the OWPP cannot be neglected.

As last point and mixing the previous two aspects, the
design of an upper level algorithm implemented in the wind
turbines that automatically changes the modulation strategy
and/or tunes the control loops to achieve stability and to meet
grid code requirements in terms of harmonics.
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